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Abstract. In the Upper Rhine Graben, several innovative Our analysis does not reveal any signi cant change in the
projects based on enhanced geothermal system (EGS) tecktress magnitude in the reservoir.

nology exploit local deep-fractured geothermal reservoirs.
The principle underlying this technology consists of increas-
ing the hydraulic performances of the natural fractures using

different stimulation methods in order to circulate the naturall Introduction

brine at commercial ow rates. For this purpose, knowledge

of the in situ stress state is of central importance to predict theSeveral deep geothermal projects located in the Upper Rhine
response of the rock mass to different stimulation programsGraben based on enhanced geothermal system (EGS) tech-
Here, we propose a characterization of the in situ stress stateology exploit local geothermal reservoirs, such as those
from the analysis of ultrasonic borehole imager (UBI) datalocated in Soultz-sous-Foréts and in Rittershoffen (Bau-
acquired at different key moments of the reservoir devel-jard et al., 2017; Genter et al., 2010). The principle under-
opment using a speci ¢ image correlation technique. Thislying this technology consists of increasing the hydraulic
unique dataset has been obtained from the open-hole sectiopgrformance of the reservoir through different types of
of the two deep wells (GRT-1 and GRT-2, 2500 m) at the ~ simulations to achieve commercially interesting ow rates.
geothermal site of Rittershoffen, France. We based our anaiThe stimulation techniques are typically based on high-
ysis on the geometry of breakouts and drilling-induced ten-pressure injection (hydraulic stimulation), cold water injec-
sion fractures (DITFs). A transitional stress regime betweertion (thermal stimulation) or chemical injection (chemical
strike-slip and normal faulting consistent with the neigh- stimulation). During the injections, a thermo-hydro-chemo-
boring site of Soultz-sous-Foréts is evident. The time-lapsemechanical perturbation induces an increase in permeability
dataset enables us to analyze both in time and space the eveue to the reactivation of existing structures or the generation
lution of the structures over 2 years after drilling. The image of new ones (Cornet, 2015; Huenges and Ledru, 2011). The
correlation approach developed for time-lapse UBI imageshn situ stress state is a key parameter controlling rock mass
shows that breakouts extend along the borehole with timgesponse during stimulation and is required to design stimu-
and widen (i.e., angular opening between the edges of théation strategies and forecast the response of the reservoir to
breakouts) but do not deepen (i.e., increase in the maxima¥arying injection schemes.

radius of the breakouts). The breakout widening is explained Despite its importance, the in situ stress state is dif cult
by wellbore thermal equilibration. A signi cant stress rota- t0 assess, particularly in situations in which the rock mass
tion at depth is evident. It is shown to be controlled by a ma-is only accessible through a few deep boreholes. In such

jor fault zone and not by the sediment—basement interfacecases, the assessment of borehole walls using borehole log-
ging imaging is a useful technique to provide information on

the type, the orientation and the size of fractures or break-
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1156 J. Azzola et al.: Stress characterization and temporal evolution of borehole failure

outs, which are due to stress perturbations related to the eXMD, depth measured along hole), corresponding to a ver-
istence of the well (drilling and uid boundary conditions). tical depth (TVD) of 2562 m. The well penetrates the crys-
Subsequently, it gives useful constraints on the in situ strestalline basement at a depth of 2212 m MD and targets a local
state surrounding the wellbore (Schmitt et al., 2012; Zobackcomplex fault structure (Baujard et al., 2017; Lengliné et al.,
et al., 2003). Borehole breakouts provide indirect informa-2017; Vidal et al., 2016). The’8=2 diameter open-hole sec-
tion on the stress orientation that it is dif cult to extract, in tion of the well starts at 1922 m MD. The borehole is almost
particular for robust quantitative stress magnitudes. Indeedyertical with a maximum deviation of Qonly. The rst hy-
it relies on the choice of the failure model used to interpretdraulic tests concluded with an insuf cient injectivity of the
borehole wall images. The mechanisms that control the failinjection well GRT-1. Therefore, the well was stimulated in
ure evolution of the borehole wall are not well understood 2013, which resulted in a vefold increase in the injectivity
in space or time, and there is no consensus on the most afBaujard et al., 2017). The target of the production well GRT-
propriate failure criteria to be used. Parameterizing failure2 and its trajectory have been designed to bene t from the re-
criteria is also a challenge since intact core material is oftersults of additional seismic pro les acquired in the meantime.
not available from deep boreholes. Finally, the set of imagesGRT-2 targets the same fault structure but more than 1 km
used to identify borehole failures is typically acquired a few away from GRT-1. Local complexities of the fault structure
days after drilling completion when it is unclear if the geom- such as “in-step” geometry have been observed a posteri-
etry has reached a new stationary state. The present analysisi from micro-seismic monitoring during GRT-1 stimulation
addresses these dif culties as we attempt to characterize th@_engliné et al., 2017). The GRT-2 borehole was drilled in
stress state at the Rittershoffen geothermal site (France). 2014 to a total depth of 3196 m MD (2708 m TVD) (Baujard
We rst present in this paper the geological and geo- etal., 2017). The granite basement is penetrated at a depth of

dynamical context of the Rittershoffen geothermal site 2493.5m MD. The &1=2 diameter open-hole section starts
(France). We describe the borehole imaging data acquiredt a depth of 2120 m MD. This borehole is directed to the
in the GRT-1 and GRT-2 wells at the Rittershoffen geother-north and is strongly deviated with a mean deviation of 37
mal project. We then proceed to a brief review of the meth-over the interval of interest. The left insert of Fig. 1 shows
ods used for ultrasonic borehole imager (UBI) analyses withmore speci cally the geological units penetrated by the deep
their underlying assumptions. We applied the methodologyboreholes of the geothermal sites in Rittershoffen and Soultz-
proposed by Schmitt et al. (2012) and Zoback et al. (2003) insous-Foréts. It consists of sedimentary layers from the Ceno-
order to assess the stress state at this site. To analyze the thragic and Mesozoic that are overlaying a crystalline basement
successive images of the wellbore acquired up to 2 years afmade of altered and fractured granitic rocks (Aichholzer et
ter drilling completion, we developed an image processingal., 2016). Natural fractures are well developed in the Vos-
method for the UBI data to compare in time the geometry ofges sandstones and Annweiler sandstones, as in the granitic
breakouts. We deduce from this study the evolution of break-basement. The fracture network was observed from acoustic
outs with time and evaluate its impact on our in situ stresswall imagery in the open-hole sections of GRT-1 and GRT-2
state assessment. We nally propose our best estimate of thand analyzed by Vidal (2017). The analysis of the major con-
in situ stress state for the Rittershoffen site, both in orientatinuous natural fractures concluded, in GRT-1, with a global
tion and magnitude. orientation of N 15E to N 20 E with a dip of 80 W. In

GRT-2, the main fracture family is oriented N 195 to N

175 E with a dip of 80 E to 90 E. Fracture density is the
2 Rittershoffen project context highest on the roof of the granitic basement (Vidal, 2017).

Oil and gas exploration in the area led to good knowledge
The Rittershoffen geothermal project, also referred to as thef the regional subsurface, including measures of tempera-
ECOGI project, is located near the village of Rittershof- tures at depth. The unusually high geothermal gradient en-
fen in northeastern France (Alsace). It is an EGS geothereountered in Soultz-sous-Foréts, which is one of the largest
mal project initiated in 2011 (Baujard et al., 2015, 2017). described so far in the Upper Rhine Graben, encouraged the
The doublet has been drilled between Rittershoffen anddevelopment of the ECOGI project in this area (Baujard et
Betschdorf, 6 km east of the Soultz-sous-Foréts geothermadl., 2017).
project in northern Alsace, France (Genter et al., 2010). The The geological context is characterized in the vicinity of
aim of the project is to deliver heat through a long pipeline the Soultz-sous-Foréts and Rittershoffen sites from numer-
loop to the Roquette Fréres bio-re nery located 15 km away.ous studies owing to extended geophysical exploration in the
The power plant capacity is 24 MWth, intending to cover up region (Aichholzer et al., 2016; Cornet et al., 2007; Deza-
to 25 % of the client heat need. Figure 1 gives an overviewyes et al., 2005; Dorbath et al., 2010; Evans et al., 2009;
of the project location and presents in the right insert the tra-Genter et al., 2010; Rummel, 1991; Rummel and Baumgart-
jectory and completion of the wells, GRT-1 and GRT-2, that ner, 1991). Given that the GRT-1 and GRT-2 wells penetrate
have been drilled (Baujard et al., 2017). GRT-1 was com-geologic units similar to those in Soultz-sous-Foréts, infor-
pleted in December 2013. It was drilled to a depth of 2580 mmation from the Soultz-sous-Foréts site can be used to bet-
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Figure 1. Geological and structural map of the main Upper Rhine Graben with the location of the Rittershoffen and Soultz-sous-Foréts sites.
The map also shows the location and status of other neighboring deep geothermal projects. It includes stress data from the World Stres:s
Map database (Heidbach et al., 2016). The upper left insert shows a geological section highlighting the main units crossed by the wells in
Rittershoffen and Soultz-sous-Foréts (Aichholzer et al., 2016; Baujard et al., 2017). The lower right insert is a sketch of wells GRT-1 and
GRT-2 drilled in Rittershoffen, which includes their geometry, depths and crossed lithology (after Baujard et al., 2015, 2017).
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ter characterize the geological units through which the wellsjectivity was improved vefold due to this thermal, chemical
in Rittershoffen are drilled (Aichholzer et al., 2016; Vidal et and hydraulic (TCH) stimulation program. Two other bore-
al., 2016). It can be used, in particular, for the strength andhole imaging programs were conducted in December 2013
mechanical characteristics of these geological units, whickshortly after stimulation of the well and signi cantly later in
are poorly characterized at the Rittershoffen site since naJune 2015. The amplitude and travel time (or radius) images
coring was made during drilling (Heap et al., 2017; Kush- used in the analysis are respectively shown in Fig. 2e and f
nir et al., 2018; Villeneuve et al., 2018). The World Stress for the logging program in 2013 and in Fig. 2h and i for the
Map (WSM) released in 2016 also compiles the informationlogging program in 2015.
available on the present-day stress eld of the Earth's crust This time-lapse UBI dataset, whose characteristics are
in the vicinity and gives an overview of the values and resultssummarized in Table 1, provides the essential information for
which can be expected in Rittershoffen (Cornet et al., 2007 the present study as it enables us to identify evidence of ir-
Heidbach et al., 2010; Rummel and Baumgartner, 1991; Val+eversible deformation and failure (natural and induced frac-
ley and Evans, 2007a). The data collected from WSM aretures, breakouts, fault zones, damage zones, etc.) along the
presented in Fig. 1 and indicate that an orientation of theborehole wall. Vidal et al. (2016) analyzed the images ac-
maximum principal stress close to N 189 and a normal quired in GRT-1 and identi ed fractured zones impacted by
to strike-slip faulting regime are expected for our study areathe TCH stimulation without assessing the stress state and its
The drilling direction of GRT-2, which is northward, is there- evolution. Hehn et al. (2016), whose measurements are dis-
fore close to the direction of one of the principal stresses,cussed later in Sect. 9.2, analyzed the orientation of drilling-
which has implications for the assessment of the principalinduced tension fractures (DITFs) in GRT-1 in the granitic
stress directions as demonstrated in Sect. 4. basement but also in the upper sedimentary layers, investi-
gating the orientation of the stress eld with depth.
We identify wellbore wall failure and use these observa-

3 Rittershoffen well data tions to characterize the stress state in the reservoir, including
its evolution in time. Wellhead pressure measurements of the
3.1 GRT-1data hydraulic stimulation are also used to estimate a lower bound

of the minimum horizontal stres§().
Several extensive logging programs accompanied the drilling
of wells GRT-1 and GRT-2. One was conducted in Decem-3.2 GRT-2 data
ber 2012 in the open-hole section of GRT-1 a few days after
drilling (Vidal et al., 2016). UBI acquisitions were carried An extended logging program was also conducted in GRT-2,
out (Luthi, 2001). Figure 2b shows the amplitude image ac-including repeated UBI borehole imaging (see Table 1). Fig-
quired in 2012 in GRT-1, and Fig. 2c displays the radius of ure 3c and d respectively show the amplitude image acquired
the borehole computed from the double transit time imagein 2014 between 2404 and 2412 m and the radius image ac-
The well logging also included caliper, spectral gamma rayquired in 2015 between 2468 and 2472 m in GRT-2. No hy-
and gamma—gamma acquisitions that enable an estimatioéiraulic stimulation was performed in this well since its initial
of rock alteration and bulk density. The injectivity measured injectivity was suf cient (Baujard et al., 2017).
during the rst hydraulic test between 30 December 2012
and 1 January 2013 showed a low injectivity (Baujard et al.,
2017). To enhance the injectivity, the hydraulic connectiv-4 Stress estimation methodology
ity between the well and the natural fracture network was
increased through a multi-step reservoir development stratThe approaches proposed by Zoback et al. (2003) and by
egy. First, a thermal stimulation of the well was performed Schmitt et al. (2012) are used to fully characterize the in situ
in April 2013. A cold uid (12 C) was injected at a max- stress eld at the Rittershoffen geothermal project. In the fol-
imum rate of 25Ls! with a maximum wellhead pressure lowing, the symboB refers to the total stress, whilerefers
of 2.8 MPa. The total injected volume was 4238 18econd, to the effective stress (Jaeger and Cook, 2009). We suppose
a chemical stimulation followed in June 2013. Using open-that one of the principal stresses of the in situ stress tensor
hole packers, a glutamate-based biocide was injected in spas vertical, which is a common assumption. This hypothesis
ci c zones of the open-hole section of GRT-1 (Baujard et is justi ed by the rst-order in uence of gravity on the in
al., 2017). Finally, a hydraulic stimulation of the well was situ stress state, although this assumption may not be valid
performed in June 2013 with extensive seismic monitoringlocally. Moreover, no “en échelon” patterns are highlighted
at the surface (Lengliné et al., 2017; Maurer et al., 2015).in GRT-1 or GRT-2, which would be the case if the direction
During these two last phases, a moderate-volume injection obf any of the principal stresses differs from the well incli-
4400 n? was injected in the open hole. The hydraulic stimu- nation by more than 20 as was observed, for example, by
lation lasted 30 h, with a major phase of stepwise ow ratesWileveau et al. (2007) in highly deviated wells. We show that
from 10 to 80 Ls ! (Baujard et al., 2017). As a result, the in- the breakouts measured in GRT-1 are collinear with the bore-
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Figure 2. Synthesis of the data used in this analysis of borehole GRT-1. The measurements are expressed as a function of measured dept
(MD) and vertical depth (TVD)(a) Simpli ed lithologic column: (1) Couches de Rehberg, (2) Couches de Trifels, (3) Annweiler sandstone,
(4) Permian layers older than Annweiler sandstone, (5) rube ed granite, (6) hydrothermally altered granite and (7) low altered granite. The
UBI images are presented, as are the data picked from the visual analysis of the double transit time image for the datasdts, ford012
2013(e, f, g)and 2015, i, j) collected in GRT-1. The radius of the borehole computed from the double transit time image is displayed in
panelgb)—(e)and(h). In panelqd)—(g) and(j), blue dots represent the azimuth of the drilling-induced tension fractures (DITFs), black dots
represent the azimuth of the maximal radial depth of the breakouts and red bars represent the extension between the edges of the breakou
Panel(k) presents information about the breakout (BO) con dence level applied to these resultg|Psumaimarizes the width (black dots;

) and the enlargement radius (red dots; mm) measured in the 2012, 2013 and 2015 images.

Table 1. Data acquired in GRT-1 and GRT-2 and the speci cities of UBI acquisition programs.

Well Acquisition date  Stimulation Logging depth range Transducer diameter
(m - MD) (m-TVD) (inch)
30 Dec 2012 4d after drilling completion 1913-2568 1902-2550 4.97
GRT-1 9 Dec 2013 1 year after drilling completion 1912-2531 1901-2513 2.92
5 months after TCH stimulation
30 Jul 2015 2.5 years after drilling completion  1911-2500 1900-2483 4.97
2 years after TCH stimulation
GRT-2 23 Jul 2014 4d after drilling completion 2118-2531 1869-2196 4.97
29 Jul 2015 1 year after drilling completion 2111-2869 1863-2464 4.97

hole axis, which con rms that the vertical direction is princi- and$,, the minimum horizontal stress. The magnitude of the
pal. In the following, we denote the vertical principal stress minimum horizontal stresS, is estimated from the wellhead
S/. The magnitude of the vertical streSgis obtained from  pressure measurements carried out during the hydraulic stim-
the weight of the overburden. It is calculated by the integra-ulation of GRT-1 and from the hydraulic tests performed in
tion of density logs (see Sect. 8.2). The two other principalthe reservoir of Soultz-sous-Foréts (see Sect. 8.3). The analy-
stresses act horizontallgy, the maximum horizontal stress, sis of the borehole failures is evaluated using televiewer im-

www.solid-earth.net/10/1155/2019/ Solid Earth, 10, 1155-1180, 2019



1160 J. Azzola et al.: Stress characterization and temporal evolution of borehole failure

Figure 3. Example of image artifact observed on the GRT-1 and GRT-2 data3€omparison of data from 2012, 2013 and 2015 collected
in GRT-1 presenting a signal loss artifact in sandstones, clearly highlighted by persisting white patches in the radi(is)SRynakssing
noise resembling wood grain textures, visible on the 2015 GRT-1 image both on the amplitude and radius image i(cy/dtetating
compression and stretching of the image characteristic of stick-slip artifacts, highlighted along the entire GRT-2-201(djiEageieous
radius record observable on the GRT-2-2015 image in granite, possibly related to tool decentralization.

age data (Zemanek et al., 1970; Zoback et al., 1985). Thaummary proposed in the review from Schmitt et al. (2012)
orientation and magnitude &, are assessed using a failure for the general case of a 3-D well randomly inclined in re-
condition at the borehole wall with the three common failure gard to the far- eld stresses. The same methodology has
criteria considered in our analysis, i.e., the Mohr—Coulombbeen, for example, proposed by Wileveau et al. (2007). A
criterion (Jaeger and Cook, 2009), the Mogi—Coulomb cri- summary of the steps leading to the equations used to com-
terion (Zimmerman and Al-Ajmi, 2006) and a true triaxial pute theSy stresses for the deviated well GRT-2 is pre-
version of the Hoek—Brown criteria (Zhang et al., 2010), andsented in Appendix A. Note that we included in our solu-

are presented in Sect. 4.2. tion a thermal stress component that accounts for the ther-
mal perturbation induced by the drilling process. This com-
4.1 Wellbore stress concentration ponent is detailed later in Sect. 8.4. We used the formula-

tion of the thermo-elastic stresses arising at a borehole given

To express the stress concentration around the quasi-verticBY Voight and Stephens (1982), also recalled in Schmitt et
borehole GRT-1 (maximum deviation is only abou),9we al. (2012). We. computed the eﬁgctlve stress at thg bore-
assumed its shape to be a cylindrical hole and used th@ole wall considering a hydrostatic pore pressure given by
well-known linear elastic solution, often referred to as the PpD + 9 2z i.e., with the head level located at the surface.
Kirsch solution (Kirsch, 1898; Schmitt et al., 2012). For the The uid density  is taken as 1000 kgn? and the gravi-
deviated well GRT-2 where the plane strain approximationtat'O“a_| acceleratiog as 9.81mMs 1; zis the vertical depth

is no longer valid, we used a 3-D solution taking into ac- (TVD) in meters from the ground surface.

count the constant deviation of 3easured along the sec-

tion of interest. The equations that involve the geometry pa-

rameters of the well, the far- eld stresses and the uid pres-

sure are well documented in the literature. We refer to the

Solid Earth, 10, 1155-1180, 2019 www.solid-earth.net/10/1155/2019/
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4.2 Failure criterion throughgD 4 C ? . The variablesa andb in the Mogi—
Coulomb criteria andn; in the Hoek—Brown criteria are pa-

At the scale of the surroundings of the borehole (a few de-rameters that are related to material friction and cohesion.
cameters), we assume a linear elastic, homogeneous and

isotropic rock behavior prior to failure. When the maximum
principal stress exceeds the compressive rock strength, rock  sirength estimation
fails in compression (Jaeger and Cook, 2009). Failure at the

borehole wall is assessed using the elastic stress concepour simpli ed lithological categories have been used for the
tration solutions presented in Sect. 4.1, combined with anstrength characterization of the rock at depth in the Ritter-
adequate failure criterion. There is currently no consensushoffen reservoir. The open-hole section of GRT-1 and GRT-
concerning the appropriate failure criteria to assess wellbore crosses Vosges sandstones and Annweiler sandstones of
wall strength. In the case in which the pore pressure andhe Buntsandstein. All the lower Triassic sandstones have
the internal wellbore pressure are in equilibrium, the radialpeen grouped in a single category. The granitic section has
effective stress at the borehole wall is equal to zero, so &een separated in three categories according to the type and
common assumption is to consider the uniaxial compressiventensity of alteration. The simpli ed lithologic pro le for
strength (UCS) to be a good estimate of wellbore strengththe GRT-1 and GRT-2 wells is indicated in Table 2. Con-
(Barton et al., 1988; Zoback et al., 2003). Others suggest thajdering the methodology used here, the relevance and accu-
the strength of borehole walls in low-porosity brittle rocks racy of the stress characterization are highly conditioned by
could be less than the UCS because the failure could be conthe values of the rock strength parameters and by the fail-
trolled by extensile strains (Barton and Shen, 2018; Waltonyre criterion chosen. In Rittershoffen, the drilling was per-
etal., 2015) or uid pressure penetration (Chang and Haim-formed exclusively in destructive mode and no sample is
son, 2007). The presence of nonzero minimum principalayailable to measure rock moduli and strength characteris-
stress and the strengthening effect of the intermediate printics. The GRT-1 and GRT-2 wells penetrate geologic units
cipal stress, however, suggest that the borehole wall strengtimilar to those in the nearby Soultz-sous-Foréts site. Infor-
should be larger than the UCS (Colmenares and Zobackmation from the Soultz-sous-Foréts site is thus used to better
2002; Haimson, 2006; Mogi, 1971). In view of this situa- characterize the strength and mechanical characteristics of
tion and because stress magnitude evaluation differs accordhe geological units through which the wells in Rittershoffen
ing to the criterion used in the analysis, we compared theare drilled (Heap et al., 2017, 2019; Kushnir et al., 2018; Vil-
estimates obtained with three commonly used failure criterigeneuve et al., 2018). Mechanical tests that have been carried
in borehole breakout analyses: (1) the Mohr—Coulomb crite-out on core samples from the Soultz-sous-Foréts site are used
rion (Jaeger and Cook, 2009), (2) the Mogi—Coulomb crite-to characterize the rock properties (Rummel, 1991; Valley
rion (Zimmerman and Al-Ajmi, 2006) and (3) a true triaxial and Evans, 2006). At the Soultz-sous-Foréts site, the EPS-1
version of the Hoek—Brown criteria (Zhang et al., 2010). The porehole was continuously cored from 930 to 2227 m (Gen-
formulation is given in Eq. (1) for the Mohr—Coulomb crite- ter et al., 2010; Genter and Traineau, 1992, 1996), providing
rion in the principal effective stress spacg- 3. The Mogi—  samples of the sandstones in the Buntsandstein and in the
Coulomb and Hoek—Brown criteria include a so-called “ef- crystalline basement. Some cores have also been obtained in
fective mean stress” (Zimmerman and Al-Ajmi, 2006) eX- horehole GPK-1 from various depth sections and were ana-
pressed as a function of the principal effective stresses afized by Rummel (1991). For the Buntsandstein sandstones,

mD 52 and an octahedral shear stress given &D  Heap et al. (2019) studied in detail the strength evolution

. 1C 2/°C. 2C 3/°C. 3C 1/ Equations (2) and with depth of the Buntsandstein mechanical properties. They
(3) express the Mogi—Coulomb and Hoek—Brown criteria in identi ed signi cant variations of the compressive strength

the space Gct, m). together with elastic modulus changes. They also pointed out
Mohr—Coulomb the role of the uid content in the UCS. However, these vari-
ations are limited compared to the statistical uctuations of
1 CCq 3 1) our measurement. Accordingly, we gathered the Buntsand-
Mogi—Coulomb stein sandstones as a single unit. The elastic gnd s_trength pa-
rameters used for our analyses are summarized in Table 2.
ot aCb m 2) The variability range given for elastic parameters, cohesion
and UCS re ects natural rock heterogeneities and depicts the
Hoek-Brown variability in values encountered. Indeed, we recognize dif-
9 5 3 ferent sources of uncertainty on the mechanical and strength
2:Co octC Ep_i M ot M m Co €) parameters which limit our approach. In addition to the ab-

sence of direct strength measurements for the study site, the
Co is the uniaxial compressive strength amds a material mechanical and strength parameters are selected from core
constant that can be related to the internal friction arigle, or cutting analyses performed in laboratory conditions. The

www.solid-earth.net/10/1155/2019/ Solid Earth, 10, 1155-1180, 2019
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parameters are thus not necessarily representative in situ un-
der large-scale conditions due to, for example, the presence
of core damage.

6 Images processing and borehole failure identi cation

Stress-induced failures are identied and measured from
acoustic borehole images. The con dence and accuracy of
these determinations depend on the quality of the images. In
the following, we describe the original data as well as the

processing we applied to improve the quality and compara-
bility of the images. We also explain how we measure bore-

hole failure on these images and the limitations associated
with these measurements.

6.1 Quality of the acoustic televiewer images

Several artifacts can deteriorate the quality of acoustic image
data (Lofts and Bourke, 1999). The images acquired in Rit-
tershoffen suffer from some of these limitations. The quality
of the image depends of the tool speci cation, the acquisi-
tion parameters and logging conditions. All acoustic images
at Rittershoffen were acquired by Schlumberger with their
UBI (ultrasonic borehole imager) tool. The tool and acquisi-
tion parameters were similar between each log but not identi-
cal. For example, the GRT-1 log in 2013 was acquired using
a smaller acquisition head (see the changes in transducer di-
ameter detailed in Table 1). The acquisition resolution was
the same for every log, i.e., 2zimuthal resolution and 1 cm
depth sampling step.

The 2012 log of GRT-1 has the best-quality image of the
entire suite. The image suffers from a signal loss artifact
(Lofts and Bourke, 1999) in some limited sections, most
commonly related to the presence of breakouts or major frac-
ture zones. The zones of signal loss are clearly identi ed
in the radius image presented in Fig. 3a by persisting white
patches.

The 2013 log of GRT-1 is of comparable quality as the
2012 log and also suffers from some limited signal loss ar-
tifacts. The major issue with the image of GRT-1 acquired
in 2013 is that the orientation module was not included in
the tool string, and thus the image cannot be oriented with
magnetometer data as is usually done for this type of data.

The 2015 log of GRT-1 generally suffers from signal loss
issues, not only in areas with major fracture zones and break-
outs. In the lower part of the log, wood grain textures (Lofts
and Bourke, 1999) related to processing noise are also ob-
servable (see Fig. 3b). Wood grain textures are especially en-
countered below 2431 m MD.

The quality of log data from GRT-2 is generally lower than
for GRT-1. This is due to the deviation of GRT-2 that makes
wireline logging more dif cult. The 2014 log of GRT-2 suf-
fers from stick-slip artifacts on its entire length. The effects
of the alternating compression and stretching on the images

www.solid-earth.net/10/1155/2019/



J. Azzola et al.: Stress characterization and temporal evolution of borehole failure 1163

highlighted in Fig. 3c are particularly signi cant and possibly Figure 4a shows a map of the cross-correlation function com-

lead to errors in the recording of the fractures. The 2015 logputed for every displacement vector in a given search box.

in GRT-2 does not show any sign of stick-slip but presentsThe two-dimensional cross-correlation function is an opera-

an erroneous borehole radius record, leading to an incorredbr acting on two intensity functions.X;Y/ andr.X;Y/,

borehole geometry assessment (Fig. 3d). de ned as a norm of the color levels at each position of each
Despite these dif culties, the images collected in the GRT- thumbnail.Cg, is de ned at a positionX;Y/ and for a shift

1 borehole are of excellent quality. Signal loss is the main(dX, dY) by Eq. (5).

problem and it prevents us from measuring the depth in the

radial direction of the breakout in some zones. Given the ex-Csr.dX;dY/ D s.X;Y/ 1.X;Y/

tent of the artifacts highlighted in GRT-2, the measurements zZY

of the breakout parameters in this borehole are much more D SXCY/r.X dX:Y dy/dxdY (5)

uncertain. .

6.2 Processing of the UBI images The position (X, dY) within the search box with the

Prior to the use of the images for assessing borehole failureh'gheSt cross-correlation corresponds to the best alignment

. ; ; .(see Fig. 4a). The operation is repeated along the image for
the images went through the following preprocessing SteF)S'each position of the search box. Importantly, the correlation

1. transit time was converted to radius using the uid ve- box s taken with an anisotropic shape to account for the rigid

locity recorded during the probe trip down the borehole; rotation of the UBI tool and the linear property of the acous-
tic camera. The size of the correlation box is 1820 pix-

2. images were ltered to reduce noise; and els. This con guration is appropriate to principally identify
o ) ] the azimuthal offset, while it is less sensitive to the depth
3. digital image correlation was applied across the succesmismatch. We investigated offset up to 180 pixels horizon-
sive logs in order to correct the image misalignment o)y, corresponding for our 2resolution to a complete 360
both in azimuth and depth. rotation. We considered a vertical offset ofL0 pixels, cor-

The borehole radius was computed from the transit time fol_respondlng to offsets of about10cm. Figure 4b gives an

lowing Luthi (2001): example of image reallgnment and shows the ef ciency of
the process. This correlation process allows us to nely align
‘D twt Vm cd: @) the successive images and thus to study the borehole shape

evolution with time more accurately.

with tt the two-way travel timeyn, the acoustic wave ve- 6.3  Determination of the borehole failure

locity in the drilling mud andd the logging tool radius. Im-

ages are ltered using a selective despiking algorithm imple-For GRT-1, the breakouts have been determined through a
mented in WellCad' using a cutoff high level (75%) and a visual analysis of borehole sections computed every 20cm
cutoff low level (25%) in a 3 3 pixel window. The goal from 1926 to 2568 m (MD) from the double transit time data.
of this process is to replace outliers by cutoff values whenThe borehole sections are computed by stacking (averaging
the radius exceeds the cutoff high or low level. Finally, digi- using the median) the data collected every 1 cm over 20 cm
tal image correlation was used to ensure proper alignment oborehole intervals (with no overlap between two successive
the UBI images. This was required for the GRT-1 2013 imagesections). The median is thus used because it is less sensi-
because this image was not oriented with a magnetometertive to extreme values than the mean and is thus ef cient
accelerometer tool. The process was also applied to the 2014&t removing local noise from the data. Prior to determining
GRT-1 data to facilitate comparison between images. For thivoreakout geometrical parameters, the actual borehole cen-
purpose, we developed a technique based on a particle imagder is determined by adjusting the best- tted ellipse to the
velocimetry (PIV) method (Thielicke and Stamhuis, 2014) borehole section. This process corrects for eventual logging
that relies on optical image correlation but being applied toprobe decentralization. For each section presenting the char-
travel time UBI images. This image alignment process is il- acteristic elongated shape of breakouts due to stress-induced
lustrated in Fig. 4. Figure 4a shows, as an example, the “corfailure, the azimuthal position of the edges and the center
relation box” in the travel time UBI image of reference —i.e., of each limb are determined by visual inspection. Figure 5
2012 in this case — and the corresponding one in the imagegives examples of such a determination to depict the pro-
to compare with — i.e., the image of 2013 — which is shifted cess. The breakout edges are de ned as the location where
for a given displacement vectorXd dY) within the “search  the wellbore section departs from a quasi-circular section ad-
box”. The cross-correlation function, which is a measure ofjusted by the best- tted ellipse. As can be seen in Fig. 5,
the similarity between the thumbnails, is computed betweerthis typically spans an azimuthal range much broader than
the correlation boxes for each displacement vectsr, @v). the low-amplitude re ections visible as dark bands on the

www.solid-earth.net/10/1155/2019/ Solid Earth, 10, 1155-1180, 2019
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Figure 4. (a) Sketch presenting the process used to orient the images of GRT-1. A correlation box is de ned in the double transit time image
of reference (acquired in 2012) and is progressively shifted in the image to compare with (red windows) within the limits of the search box
(black window). We compute the correlation between the correlation box in its initial position in the image of reference and the shifted
correlation box in the image to compare with for each position (right insert). The displacement maximizing the correlation factor enables,
at a given depth, us to rotate and adapt the image of 2013 and 2015 according to the image (&f) #dnple of original and reoriented

time transitimages of 2013 at a depth of 2414 m (TVD) in GRT-1.

amplitude images and justi es the choice to use the doubleout widths which are obtained from the breakout edge az-
transit time data. The positions of the breakout edges are ndtnuths. The deepest point of the breakout is used to deter-
easy to determine in a systematic and indisputable mannemine the enlargement radius. In some situations, signal loss
and signi cant uncertainty is associated with these measureissues prevent the determination of the enlargement radius,
ments. Related to this issue, it is not possible to determine oms shown in Fig. 5 for the image of GRT-1 acquired in 2015.
the images what azimuthal range of the wellbore is enlargedrhe measured width (black dots; in degrees) and enlargement
by purely stress redistribution processes and what part is eradius (red dots; mm) are determined from the GRT-1 dataset
larged subsequently by the effects of drill string wear. Theseacquired in 2012 and presented in Fig. 2I.
uncertainties about the physical process controlling the en- Drilling-induced tension fractures (DITFs) are also identi-
largement of the breakout could limit the comparisons be- ed from the GRT-1 borehole images using the same proce-
tween the three successive logs acquired in GRT-1. Breakoudure as for the breakout determination. For example, clear
measurements were thus performed on all three images comITFs are evident in the amplitude image from 2395 to
comitantly and consistently. We ensured, for example, tha400m in GRT-1 and presented in Fig. 6. Green crosses
within a tolerance dictated by the uncertainties of the mea-show the azimuth of the DITFs measured in GRT-1 every
surements, the width of breakouts only remains identical or20 cm. Blue dots in Fig. 2d, g and j summarize the azimuth
increases: no decrease in width is measured between succesf-the DITFs measured in GRT-1 in 2012, 2013 and 2015, re-
sive logs. spectively. Given the poor quality of the double transit time
Figure 2d, g and j summarize all the measurements of thémages acquired in GRT-2, less focus has been given to the
breakout geometry performed in GRT-1 for the images ac-analysis of the borehole failure in this well. The dataset con-
quired in 2012, 2013 and 2015. Black dots indicate the az-sists of the acquisitions made in 2014 after completion of the
imuth at which the radius of the breakout is maximum andborehole and in 2015. The investigated depths vary from the
red bars link the azimuthal position of the breakout edges2014 to the 2015 dataset. The depth is from 1950 m (vertical
used to compute the width of the breakouts. Given the dif - depth — 2220 m MD) down to 2125m (TVD — 2440 m MD)
culty of measuring breakouts as discussed previously (i.e., arin 2014, while it is down to 2160m (TVD — 2480 m MD)
tifacts affecting the images, disputable positions of the breakin 2015. The well is strongly deviated. The concentration of
out edges), a con dence ranking has been established fostresses within the borehole wall is expressed under the as-
each breakout. This con dence level is presented in Fig. 2k.sumption of a constant deviation of 37and measurements
From the geometry of the breakouts, we compute the breakare carried out as a function of the true vertical depth to be
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Figure 5. Example of breakout geometry determination in sandstqagamplitude images for GRT-1 at 2140.8 m for the logs from 2012,

2013 and 2015(b) Wellbore section at 2140.8 m computed from the transit time images from the 2012, 2013 and 2015 logs, respectively.
The breakout extent is determined on the wellbore section. The blue and green dashed lines represent the extent of the breakout, while thi
plain lines represent the azimuth of the maximum radial extension of the breakout.

Figure 6. Examples of drilling-induced tension fractures (DITFs) observed in the granitic section of GRT-1 in the amplitude images acquired
in 2012, 2013 and 2015. The azimuth of the DITFs is measured every 20 cm (green crosses).

comparable with the results obtained in GRT-1, which is con-parison between the measurements carried out on the images
sidered to be vertical. Borehole sections are computed evergcquired in 2014 and 2015, measurements are performed for
50cm. To this end, borehole sections are stacked using ththe two images concomitantly. No DITFs are identi ed on
data collected every 1 cm over 50 cm borehole intervals, althe GRT-2 borehole images.

along the transit time image. As for GRT-1, the actual bore-

hole center is determined by adjusting a best- tted ellipse

to the borehole section. Breakouts are analyzed by visuay Analyses of temporal borehole failure evolution

analysis in the same manner as for GRT-1 data. The dif cul-

ties encountered with the identi cation of breakout geometry The characterization of the stress tensor derived from the
are more pronounced for images acquired in GRT-2, as artianalysis of borehole failures typically relies on a single bore-
facts are more developed. The deviation of this well resultshole image dataset. From this snapshot in time, stresses are
in pronounced stick-slip effects. For a more accurate com-estimated, while information on the evolution of breakout
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shape in time is not available. Interestingly, for the ECOGI certainty. However, for 27 % of our data, we observe an in-
project, the acquisition of three successive image logs alcrease in width larger than 10This is re ected by the long
lows us to study this evolution. Here, the time evolution of tail (with values higher than 1) of the histogram computed
breakouts, referred to as breakout development, is analyzefilom the width of breakouts (see Fig. 9c¢). The widening of
to characterize the time evolution of the borehole failure. Athese breakouts is undisputable. When comparing the data
common hypothesis concerning borehole breakout evolutioracquired in 2013 and in 2015, very few changes are observed.
is that breakout width remains stable and is controlled bylndeed, most of the measured changes remain below our un-
the stress state around the well at the initial rupture time.certainty level of 10 (red histogram in Fig. 9c).
Progressive failure is assumed, however, to lead to break- The evolution of the maximum radial extension (breakout
out deepening until a stable pro le is reached (Zoback et al.,deepening) of the breakout measured in the borehole cross
2003). sections is presented in Fig. 10. This parameter is more deli-
An example of a time-lapse comparison of breakoutcate to track because of signal loss issues (see, for example,
shapes is presented in Fig. 7. Images of GRT-1 from 2012Fig. 3a). In our analysis, we Itered out obvious incorrect
2013 and 2015 show a clear breakout at a depth of aboudepth measurements related to these artifacts, i.e., when the
2126 m in the Couches de Trifels in the Buntsandstein.computed radius from the transit time image is clearly shorter
Breakouts can present three types of evolution. than the drill bit radius. For both time intervals (2012-2013
) and 2013-2015), the change in the depth of the breakout is
1. They can develop along the well, corresponding to angsymmetrically distributed around 0 mm and spans a variabil-
inprease in the vertical length 'of breakouts. We refer ity of about 15 mm. We interpret this distribution as an in-
this process abreakout extension dication that if any deepening occurred, it remained within

our uncertainty level. Our data analysis does not enable us to

2. They can widen, corresponding to an apparent openin . .
between the edges of the breakouts. We refer to this pro%raw the conclusion of a general deepening of the breakouts.

cess adreakout widening

3. They can deepen, corresponding to an increase in th8 Stress characterization
maximal radius of the breakout (or “depth” of the break-
out) measured in the borehole cross section at a giveYVe propose in this section a complete stress characterization
dep[h We refer to this process lreakout deepening at different periods in both the GRT-1 and GRT-2 wells, in-
cluding a thermal history and thermal stress analyses, and
Figure 7 shows the evolution from 2012 to 2015 of the break-discuss the impact of breakout widening in time on stress es-
outs at 2125.6 m. Failure did not occur in 2012, while break-timation. To that purpose, we rst determine the orientation
outs are visible in 2013 and 2015. When superposing thef the stress tensor. We then detail how we estimate the mini-
2013-2015 borehole sections, no change in breakout shap@um horizontal stress componét the vertical stress com-
is highlighted for the west limb although a slight widening is ponentS, and the thermal component. Finally, we propose an
visible on the east limb. Possible deepening of the east limkestimation of the maximum horizontal stress comporgnt
is occulted by signal loss issues. The borehole section comfrom the measurement of the width of breakouts.
puted at 2126.2 m shows, in contrast, no modi cation of the
breakout shape from 2012 to 2015 in GRT-1. 8.1 Maximum horizontal stressSy orientation
The development of borehole failures also depends on the
lithology. Breakout extension (longitudinal failure develop- The orientations of breakouts and DITFs are a direct mea-
ment) is quite common in the Buntsandstein, while it is very sure of the principal stress directions in a plane perpendicu-
limited in the basement granites, which is highlighted in lar to the well. As discussed previously, we assume §at
Fig. 8. The evolution occurs exclusively between the 2012is overall vertical, which is a common hypothesis in such an
and 2013 datasets, while no longitudinal extension occur@pproach and is justi ed by the rst-order effect of gravity
during 2013 and 2015. In 2012, a total breakout length ofon in situ stresses. In GRT-1, which is considered to be ver-
404 m is observed. It increases to 504 m in 2013 and theriical, DITFs are aligned with the direction of the maximum
remains stable in 2015 with a length of 506 m. There is nohorizontal stress}) and breakouts are aligned with the di-
clear evolution of DITFs along the GRT-1 well despite the rection of minimum horizontal stresSy).
hydraulic and thermal stimulation performed between 2012 Figure 2d, h and i show the orientation of breakouts (black
and 2013. dots) and DITFs (blue dots) measured in GRT-1. The mea-
Figure 9 shows an increase in breakout width. We rst surements are compiled in Fig. 11 as circular histograms. We
compare the data acquired in 2012 and in 2013; 73% ofchose to only analyze data from the images acquired in 2012
the change of width is within an intervall0 =C10, i.e., and in 2015. Indeed, data acquired in 2013 were obtained
within our measurement uncertainty. For these breakouts navithout orientation, since the device was not functioning cor-
changes in width can be highlighted within our level of un- rectly, and are reoriented with respect to the 2012 data. Sub-
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Figure 7. Examples of breakout shape evolution between the three successive images collected in GRT-1 in saf@fbeemmnplitude
images and the radius computed from the time transit images for a section of GRT-1 from 2124 to 2128 m (MD) in 2012, 2013 and 2015.
(b) The mean section computed at 2125.6 and 2126.2 m (MD) from the time transit images averaged over 60 cm intervals. The sections are

represented along with an 8.5 inch radius circle representing the unaltered open-hole section. The sections from the images of 2012, 201
and 2015 are superposed on the far right of pénel

sequently, the measurements carried out for the 2013 imag&y is oriented 165 14 . This is signi cantly different from
do not bring additional constraints in terms of stress orienta-the orientation in the sediments with a 3®unterclockwise
tion. rotation. Such differences in orientation with lithology have
In the Buntsandstein sediments, the failure orientation isalready been noted by Hehn et al. (2016) from an analysis
stable and indicates that the principal str8gsis oriented  of the orientation of drilling-induced fractures observed on
15 N 19 (one circular standard deviation). The same fail- borehole acoustic logs acquired in GRT-1. The orientation of
ure orientation persists in the upper section of the graniteSy proposed by Hehn et al. (2016), i.e., globally N 185n
down to about 2270 m. Below this depth borehole failure ori- the basement and N 2& in the sedimentary layer, is consis-
entation is much more variable as it seems to be in uenced bytent with our measurements.
the presence of major fault zones crossing the GRT-1 bore- The geological study of the cuttings from the drilling of
hole at a depth of 2368 m (MD) (Vidal et al., 2016). Below GRT-1 and GRT-2 enabled the determination of the rock den-
2420 m, which is the deepest large structure visible on thesity pro le in both wells (Aichholzer et al., 2016). Thanks to
GRT-1 borehole image, the failure orientation indicates thatthis analysis, we estimate the mean density of each litholog-
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Figure 9. Evolution of breakout width in the GRT-1 borehole as a

Figure 8. Development of breakouts along the GRT-1 borehole be'function of measured depth (MD) or vertical depth (TVE) Sim-

tween 2012 and 2013a) Simpli ed lithologies along the GRT-1 . : . . .
borehole as a function of measured depth (MD) or vertical depthpII ed IIthOlOgI?S al_ong the GRT-1 borehole (see Fig. 8 for_ the
legend). (b) Width increase between the 2012-2013 time inter-

(TVD). BuntR stands for Couches de Rehberg, BuntT for Couches . . ,
de Trifels, BuntA for Annweiler sandstone, BuntP for Permian lay- val (black circles) and the 2013-2015 time interval (red crosses)
ers older than Annweiler sandstone, GranR for rube ed granites,presentEd as a function .Of the vertical dep(t) Hlstograms_ n

. 2 classes of breakout width changes for the 2012—2013 interval
GranA for hydrothermally altered granite and GranF for low altered (black) and the 20132015 interval (red)
granite. The major fault zone crossing GRT-1 at 2368 m is repre- '
sented as a black banh) Breakout positions in GRT-1 in 2012.
(c) Breakout positions in GRT-1 in 2013d) Intervals at which
breakouts are present in 2013 but not in 20&} Breakout length
increase (m) along the borehole between 2012 and 2013 in 5 m bins-

Table 3. Mean density retained for each lithological layer and ver-
tical depth (TVD) in each well.

(f) Fraction (%) of wellbore length that was free of a breakout in Description Depthin  Depthin Volumetric
2012 but presents a breakout on the 2013 image, computed in 5m GRT-1(m) GRT-2(m) mass (kgn?)
bins. Terti 0 0 2350
ertiary 172 11665
ical layer. Table 3 shows the rock volumetric mass density jyrassic 1‘113 ﬁg‘j-g 2440
as a function of the vertical depth (TVD). The magnitude of '
the_vertical' componers, at erth is computed accordingly Keuper 1447 14315 2700
by integrating the volumetric mass density pro le from the 1653 1637
surface. A linear regression is tted to the measurements ob- Muschelkalk 1653 1637 2750
tained for the depth range studied here, i.e., 1900—-2600 m. In 1798 1793.5
the following, the vertical componefs; is computed from a Top Buntsandsei 1798 1793.5 2610
linear trend expressed as a function of vertical depth (TvD) '°P Puntsandstein 1855 1850
z
Mean Buntsandstein ;?ig ;igg 2520
S,TMPal D0:0248 zTmU 0:83 (6)
. 2147 2109
As the linear trend is expressed as a function of the ver- Eotom Buntsandstein 2198 2167 2540
tical depth, we use the same equations in the computation 2198 2167
; ; ; Granitic basement 2570
steps leading to th8, stress estimates in GRT-1 and GRT-2. 2568 2707.5

As the density pro le is integrated from surface to reservoir
depth, the uncertainty on density adds up and the uncertainty
on the vertical stress increases with depth consequently. Con-
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tion, the study of Rummel and Baumgartner (1991) provides
estimates at shallow depth. In our analysis of the stress state
in GRT-1 and GRT-2, we compute the horizontal minimum
stresss, as a function of the true vertical depth (TVBjrom

the linear trend proposed by Cornet et al. (2007) for the site
of Soultz-sous-Foréts (Fig. 15):

Sy MP&aJ D0:015 z  7:3: @)

From the data available for the Rittershoffen site, i.e., the
wellhead pressure measured during the hydraulic stimula-
tion of GRT-1 (Baujard et al., 2017), we estimated a lower
bound of the minimum horizontal streSgat 1913 m in Rit-
tershoffen. The measurement enables us to verify the applica-
bility of the linear trend inferred from acquisitions in Soultz-
sous-Foréts to the Rittershoffen site. Figure 13 shows that the
variation of wellhead pressure with the ow is slower dur-
ing the high-rate hydraulic stimulation (above 40 ILsthan
during the low-rate hydraulic stimulation (below 40 L'3.
The change in behavior highlighted for higher values of the
ow rate is interpreted as the beginning of a pressure cap-
ping resulting from fracture reactivation. Hydraulic stimu-
lation operations aim at increasing pore pressure, which re-
Figure 10. Evolution_ of the depth of the breakouts in th_e GRT-1 quces the effective stress until pressure eqSals magni-
borehole as a function of measured depth (MD) or vertical depthtude_ In theory, an increase in pressure could activate new

(TVD). (a) Simpli ed lithologies along the GRT-1 borehole (see . - -
Fig. 8 for the legend)b) Increase in the maximum radial extension fractures, which results in the capping of the recorded pres-

between the 2012—2013 time interval (black circles) and 2013-2015Ur€: I sucha case, minimum horlzont.’:_ll stress IS inferred at
time interval (red crosses) presented as a function of dépthlis- ~ depth from the maximum pressure achieved during the hy-
tograms in 2 mm classes of breakout width changes for the 2012-draulic operations. Meanwhile, other processes (shearing of
2013 interval (black) and 2013-2015 interval (red). existing weak fractures, for example) could possibly resultin
the capping of pressure for lower pressure values.

The maximum pressure reached at 1913 m (TVD) during
sidering an uncertainty of 50 kgm on the densities leads the hydraulic test is 22.6 MPa for a ow rate of 80L%
to a 2.5MPa uncertainty 08, at reservoir depth. This un- (Fig. 12). As the measurement is recorded at the end of a
certainty is not signi cant compared to other uncertainties gradual but not de nitive stabilization of the pressure with
involved in the analysis, for example those related to the methe ow rate, the 22.6 MPa stress measured at 1913 m con-
chanical parameters chosen in the inversion of the maximungists of a lower bound for the minimum horizontal str&gs

horizontal stresSy. at depth. It is compared to the Soultz-sous-Foréts trends in
o _ Fig. 13, and the measurement shows the consistency of the
8.2 Minimum horizontal stress Sy linear trend used in our analysis and inferred from the opera-

. . . tions carried out at the Soultz-sous-Foréts site.
We take the rst-order assumption that the minimum hori-

zontal stres$, varies linearly with depth. Usually, the min- 8.3 Thermal stresses

imum horizontal stres§, is estimated at depth from hy-

drofracture tests (i.e., Haimson and Cornet, 2003) but thisThe cooling of the well imposed during drilling results in
was not done at the Rittershoffen site. As the data available thermal stress contribution. Accordingly, the characteriza-
for the ECOGI project do not enable us to compute a pro le tion of the stress tensor necessitates the inclusion of a thermal
for the §, stresses, our analysis of the minimum stress com-stress analysis, which requires good knowledge of the ther-
ponent is based on the numerous injection tests that werenal history of the well. We de ne the thermal contributions
conducted in Soultz-sous-Foréts. We present in Fig. 12 thén the stress concentration at the borehole walldsr, 1T

main trends computed from pressure-limiting behavior dur-and T , which are respectively the radial, vertical and tan-
ing hydraulic injections. For large depths, the injection testsgential components. The thermal stresses resulting from the
performed in the deep wells (GPK-1, GPK-2, GPK-3 and/ortemperature differencét , between the borehole wall and
EPS-1) of Soultz-sous-Foréts (Cornet et al., 2007; Valleythe so-called ambient temperature, i.e., the initial tempera-
and Evans, 2007b) give important constraints for the mini-ture at that depth before the drilling phase or the temperature
mum horizontal stres§;, at the Rittershoffen site. In addi- at a signi cant distance from the borehole (not in uenced
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Figure 11. Evolution in the orientation of the maximum principal stress as a function of measured depth (MD) and vertical depth (TVD)
in GRT-1 in 2012 and 201%a) Simpli ed lithologies along the GRT-1 borehole (see Fig. 8 for the legefi)Orientation ofSy from the

azimuth of the maximum radial extension of the breakouts (BOs) from the datasets of 2012 (in blue) and 2015 (in red) acquired in GRT-1.
In green is the orientation & from the azimuth of drilling-induced tensile fractures (DITFs). The red line is a moving average of the
orientation data(c) Orientation in rose diagrams from the datasets displayed in |flanel

iT

1 1 .
D D E 8
z 1 !/’ ()

where is the volumetric thermal expansioB, the Young
modulus and the Poisson ratio. The volumetric thermal ex-
pansion, which is kept constant in the different layers crossed
by the borehole, is D 14 10 ®K 1. The Young modulus
and Poisson ratio values applied at the different layers are
indicated in Table 2. Figure 14 (green curve) presents the
temperature log acquired in 2015 in GRT-1 (Baujard et al.,
2017). It is plotted along with the temperature log acquired
in 2013 (red curve). The comparison shows that temperature
is close to be stable during that period in GRT-1. As a result,

by the borehole perturbation), are expressed from Voight andn€ temperature log acquired in 2015 in GRT-1 is used as an
Stephens (1982). These authors adapted the thermo-elasfistimate of the ambient temperature since it is considered to
solutions proposed by Ritchie and Sakakura (1956) for a holPein equmbnum Wlth the reservoir. Tempergture at the bore-
low cylinder to study the stress concentrations at the borehol@°le walls at drilling completion is best estimated from the
wall due to the application of a temperature difference. ThelemMperature log acquired 4d after drilling competition. The

radial component is null, and the tangential component is ex{€mperature log is presented in Fig. 14 (blue curve) as is the
pressed as difference in temperaturét computed from these logs. In-

terestingly, these temperature logs show a clear anomaly at
2360 m where the wells cross the main fault zone associated

Figure 12.Stabilized wellhead pressure (MPa) as a function of ow
rate (Ls 1) measured during the hydraulic stimulation of the GRT-1
well in 2013 (after Baujard et al., 2017).
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Figure 13.Minimal horizontal stres$, (MPa) as a function of vertical depth (TVD) measured at the Soultz-sous-Foréts site from the analysis

of high-volume injections in the GPK-1, GPK-2, GPK-3 and EPS-1 wells. The lower bound for the minimal horizontabgtoesained

from the analysis of the wellhead pressure measured during the stimulation of well GRT-1 in Rittershoffen is represented for comparison as
a black circle.

tion with depth and time. Here, we present the results of our
inversion for multiple dates in GRT-1 and GRT-2.

In GRT-1, we obtain for each UBI log (in 2012, 2013 and
2015) three estimates of the magnitudeSgf according to
the failure criterion. Figure 15 shows estimates of the mag-
nitude ofS4. The maximum horizontal streSg in GRT-1 is
presented for the 2013 UBI log as a function of the true ver-
tical depth (TVD), along with thé&;, andS, obtained previ-
ously (Egs. 6 and 7). The horizontal error bars are calculated
from the uncertainty on the elastic parameters, orsthand
S, estimates, and on the measurements of the width of the
breakouts. The uncertainySy is obtained by integration,
taking into account the uncertainiy ; on each variable;
involved in the estimation d®y, i.e., the strength parameters,

, - ) the S, andS, trends, and the width of the breakouts.
Figure 14. (a)Variation of temperature C) as a function of mea-

sured depth (MD) or vertical depth (TVD) estimated from the tem- D X @ 1x; 9)
perature log acquired in 2015 in GRT-1 (green curve), plotted along . @K !

with the temperature log acquired in 2013 (red curve). The temper- !

ature log acquired 4 d after drilling completion (blue curve) enablesFigure 15 shows that th&y magnitudes vary signi cantly

us to estimate the temperature at the borehole wall during drilling.with the failure criterion. In particular, it shows that the
(b) Estimation of the difference between the wellbore temperatureS stresses computed using a criterion that considers the
and the borehole wall temperature after complefibrused in the  strengthening effect of the intermediate principal stress (i.e.,
evaluation of the thermal stress components. in Mogi—~Coulomb or Hoek—Brown) are higher than those
calculated from a criterion that considers only the minimum
and maximum principal stresses (i.e., in Mohr—Coulomb).

To choose the criterion that best describes the failure in
the borehole, we use the approach proposed by Zoback et
al. (2003) to display the stress state estimates presented in
Fig. 15 in the stress polygon whose circumference is de-
8.4 Maximum horizontal stressSy magnitude ned by a purely frictional, critically stressed Earth crust.

For this purpose, we suppose that crustal strength is lim-
The determination of the azimuthal position of the breakoutited by a Coulomb friction criterion with a friction coef -
edges and of their width from the analysis of the UBI im- cient D 1. We considered a depth of 2500 m to evaluate the
ages acquired in GRT-1 and GRT-2 enables us to estimatgertical stress and assumed a hydrostatic pore pressure. The
the maximum horizontal stre§g;, and to evaluate its evolu- possible stress states from the 2013 UBI images are shown

with a major permeable structure that controls two-thirds of
the total ow during ow tests (Baujard et al., 2017).
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the corresponding error bars and plotted along withShe
andS, trends in GRT-2.

The impact of breakout widening on stress estimation
can be evaluated from our time-lapse characterization of the
stress tensor in GRT-1 and GRT-2. For GRT-2, Fig. 17 shows
that Sy magnitude changes are limited between 2014 and
2015, given the uncertainty on the estimates. Figure 18 com-
pares th&, stresses estimated using the Mohr—Coulomb cri-
terion on different dates in both the GRT-1 and GRT-2 wells.
The systematic shift observed between the estimates in both
wells suggests that the lower stresses estimated in the devi-
ated well lead to a borehole wall stress concentration closer
to the failure condition than in the vertical well. Figure 18
provides evidence of a time evolution of tBg stress esti-
mates in GRT-1. Panel (b) quanti es the differencesSin
stress between 2012 and 2015 in GRT-1 in a 1 MPa bins his-
togram. The con dence in the time evolution is discussed in
the next section considering the error&n

9 Discussion

The dataset from the Rittershoffen geothermal project and
our analyses allow us to discuss the evolution of the observed
borehole failures both over time and with depth. The impact

of these evolutions on our ability to estimate stress magnitude

Figure 15. In situ stress state componer@s, Sy and Sy (MPa). from borehole failure indicators is important.

Maximum horizontal stresse8y are inverted with three distinc-
tive failure criteria for the images acquired in 2013 in GRT-1. Error 9-1  Evolution of breakout geometry with time
bars are calculated considering the error on the measurement of the
breakout width, on the estimates of the elastic parameters, and o@ur analysis of the evolution of the breakout geometry with
the S, and S, trends. The right column illustrates the four major time proves a development of breakouts along well GRT-1
lithological units retained in the model, and the horizontal band lo- during the rst year after drilling (Fig. 8). Indeed, we high-
cates the major fault zone crossed by GRT-1. lighted the fact that sections without breakouts in 2012, 4d
after drilling, present characteristic breakouts in 2013 and
2015, 1 year and 2.5 years after drilling, respectively. We
in Fig. 16 in a normalize® vs. $, space. Because 2500 m also observe numerous length increases in the existing 2012
is an upper boundary for the investigated depths in our studybreakouts with time, in particular in the Buntsandstein. The
the circumference of the polygon sets a maximum value fordif culty is to link this evolution with time to a speci c pro-
the maximum and minimum horizontal stresSgsand S. cess: the time-dependant rheology of the rock (i.e., creep) or
The stresses are normalized by the vertical stress magnthe effects of one of the stimulations (thermal, chemical or
tudeS, to facilitate the comparison. The maximum principal hydraulic). Moreover, the 2012 data were acquired at a period
stressessy measured using both our parameterized Hoek—during which the thermal perturbations due to the drilling op-
Brown and Mogi—Coulomb criteria (blue and black dots) ex- erations were still present. The data they are compared with
ceed the polygon boundaries. With our selection of paramewere collected in 2013 or 2015 after hydraulic, thermal and
ters, the Mohr—Coulomb criterion was therefore retained aschemical stimulations of the well. As a result, the observed
the most suitable for characterizing rock failure in our study.changes could have taken place during the thermal equilib-
The same conclusion was drawn by Valley and Evans (2009}ium of the borehole after drilling or during the simulation
in Basel. operations, i.e., directly after drilling or later.

For GRT-2, we calculated th& magnitudes using only The conclusion from our time evolution analysis of the
the Mohr—Coulomb criterion retained in the previous anal- breakout geometry contradicts the usual assumption that
ysis. GRT-2 is highly deviated and the well was imaged in breakouts deepen (i.e., an increase in the maximum radius
2014 and 2015. The deviation is constant in the section ofmeasured in the borehole cross sections) but do not widen
interest (i.e., the open hole): 3W, 355 E. Sy stresses are (i.e., an opening between the edges of the breakouts) with
shown as a function of vertical depth (TVD) in Fig. 17 with time (Zoback et al., 2003). However, the statistical approach
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Figure 16. Normalized stress polygon de ning stress stat®§s{Sy, $h=Sy) at a depth of 2500 m in GRT-1, according to a Coulomb law
with a coef cient of friction D 1. The borders of the polygon correspond to an active fault situation. RF — reverse faulting, SS — strike-slip
regime and NF — normal faulting refer to Anderson’'s faulting regimes. The plot includes str83s&{S,=S/) calculated from the image

of GRT-1 from 2013 for three different failure criteria (circles in color).

applied in our study along the open hole of well GRT-1 must
be interpreted with caution. Even if we propose a system-
atic analysis of a time-evolutive dataset, signal loss artifacts
prevent an accurate measurement of borehole radius at some
depths. This locally limits our ability to reliably estimate the
depth of the breakout, i.e., the extension of the breakout in the
radial direction. Given this limitation, we do not completely
exclude the possibility that breakouts could have deepened
with time. Our breakout width evaluation is also affected by
uncertainty: deviation from the nominal cylindrical geom-
etry of the borehole adds complexity to the measurements
made considering the disputable positions of breakout edges.
Meanwhile, we mitigated this dif culty by proposing a sys-
tematic analysis of all datasets to ensure a more consistent
measurement and by attributing an uncertainty level to these
values. Our study is thus more conclusive concerning this ge-
ometric parameter given that measured changes exceed our
uncertainty level.

The widening observed in our dataset can be explained by
. ; _ the process of thermal stress dissipation. Indeed, the 30 to
viated well GRT-2 S stresses are inverted using a Mohr—Coulomb 35 C of cooling observed at the time of the 2012 logging is

failure criterion and represented as a function of vertical depth™,.” . . .
(TVD) for the images acquired in 2014 and 2015. Error bars are cal-d'ss'patecj by the time of the 2013 logging (see Fig. 14). As-

culated considering the errors on the measurements of the breakogtiMing thermo-elastic properties of the material, the thermal

widths, on the elastic parameters, and on3g@ndS, trends. The ~ hoop stresses implied by the cooling reach7 to 20 MPa

right column illustrates the lithological unit retained in the model.  (EQ. 8). This will be suf cient to explain the change in break-
out width without including additional time-dependent fail-
ure processes.

Figure 17.In situ stress componer®g, Sy andSy (MPa) in the de-
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Figure 18. Panel(a) shows the in situ stress compone8s Sy andSH (MPa) in the deviated wells GRT-1 and GRTS, stresses (MPa)

inverted with a Mohr—Coulomb criterion are obtained from an analysis of the images acquired in 2012-2013 and 2015 (black, blue and red
circles, respectively) in GRT-1 and in 2014 and 2015 (black and red crosses, respectively) in GRT-2 as a function of vertical depth (TVD).
The right column illustrates the four major lithological units retained in the model. Planisla histogram with 1 MPa bins representing the
difference between th®y stresses measured in GRT-1 in 2015 and in 2012.

9.2 Evolution of breakout geometry with depth imum principal stres§. The measurements are repeated for
the images acquired in GRT-1 in 2012 and in 2015. The con-

sistency in orientation between our data and the 2012 and

The development of breakouts depends on the rock rheology1 5 gatasets (the 2013 dataset was not oriented) builds con-
and subsequently on the lithology. For our dataset, breakoUt$jance in the reliability of these indicators.

are more numerous and extended in the sedimentary Cover rig re 11 suggests that the orientation measured in the
than in the granitic basement (Fig. 2). Moreover, their devel-gapjtic layers below 2420 m in Rittershoffen is consistent
opment is more pronounced in the sedimentary cover whetyith the measurements carried out in the basement of Soultz-
they develop with time vertically along the well (Fig. 8). Both ¢,,s-Foréts (Valley and Evans, 2007b) and tends to reach re-
observations are consistent with the fact that the sedimentaiona“ orientation. The red line in Fig. 11 is a moving average
have on average a lower strength compared to the granitigg ihe orientation data. It is computed over a 20 m window in
rocks (Evans et al., 2009; Heap et al., 2019; Kushnir et al. gepth The measurement is carried out only if 50 individual
2018); |.e.,.cond|t|ons are closer to fa|l_ur(_:; in the sediments. 1 aasurements or more are present in the averaging window.
Another important aspect of the variation of breakout ge-y shows that the orientation of the maximum principal stress
ometry with depth is the evolution of their mean orientation. g, yaries in the studied section. Another important aspect
From the combined measure of the azimuth of the maxi-4¢ Fig. 11 is the signi cant rotation of 30from NNW to
mum radial extension of the breakouts (BOs) and the azimuthyyE highlighted between the bottom and the top of our an-

of drilling-induced tensile fractures (DITFs), we analyze in alyzed section. Such a rotation with depth has already been
Fig. 11 the evolution with depth of the orientation of the max-
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shown in the Upper Rhine Graben area in the Basel geothetthe frictional strength limit of the crust (Fig. 16), while the
mal boreholes (Valley and Evans, 2009), in potash minesMohr—Coulomb strength model leads to acceptable results.
(Cornet and Rdckel, 2012) and at the neighboring geothermarhis conclusion is, however, dependent on the detailed pa-
site of Soultz-sous-Foréts (Valley and Evans, 2007b). Hehmameterization of the failure criterion, which in Rittershof-
et al. (2016) have also provided evidence of local stress rofen is supported by sparse data. The rock strength is among
tations in the sedimentary section of GRT-1 up to the upperthe main parameters that impact the stress magnitude as-
Triassic (Keuper) from analyses of DITFs. The orientation sessment. Direct strength measurements are not available for
measured here, which is above the limit set close to 2400 nthe Rittershoffen project, since no cores were collected. We
MD (Fig. 11), is also consistent with the measurements ofrely on measurements at the neighboring Soultz-sous-Foréts
Hehn et al. (2016). They interpreted these variations to be resite where cores are available. However, even at Soultz-sous-
lated to mechanical contrasts between stiffer and softer rockoréts, a systematic characterization of the rock strength of
layers. Another explanation for the stress rotation has beethe various lithologies is not achievable, particularly for the
proposed by Cornet (2016). He suggested that the rotation isediments. Also, the mechanical and strength parameters are
the result of the hydrostatic pressure effect on the effectiveselected from an analysis of the core or cuttings performed
friction angle in the Hoek—Brown failure criterion. In such a at the laboratory scale. The measurements are thus not nec-
case, the rotation would be mainly a depth effect not linkedessarily representative of the in situ conditions.

to the presence of the Rittershoffen fault. The particularity In addition to the uncertainty on the strength parameteri-
of the measurements proposed in Fig. 11 is that the orientazation, the uncertainty on width determination and the evo-
tion of the maximum principal stres3; deviates from the lution of width with time also impact the stress estimation.
regional trend within the granitic basement, while the mea-In the case of GRT-1, signi cant changes occur between
surement in the upper basement aligns with the orientatiorthe 2012 dataset (prior to reservoir stimulation operations)
of the sedimentary cover (Fig. 11). The presence of a majoand the 2013-2015 datasets (after stimulation). Panel (b) of
fault crossing the GRT-1 borehole at a depth of 2368 m MDFig. 18 shows that the changes in tBg stresses between
(Vidal et al., 2016) could be the explanation for this rotation. 2012 and 2015 in GRT-1 are larger than our measurement
The location of the observed stress rotation, i.e., in the basedncertainty for 15 % of the measurements and show princi-
ment and around 50 m above the major fault zone, does ngpal stress increases. This change can be fully explained by
assume that it is related to the stiffness contrast or decouplinghe thermal equilibration of the well. The uncertainty on our
between the sedimentary cover and the underlying basementata does not allow us to relate stress changes to the reser-
as typically assumed, but rather to the presence of a heighbokoir stimulation operations. Cornet (2016) showed that large-
ing major fault zone. Considering a high-dipping fault geom- scale uid injections conducted at the Soultz-sous-Foréts site
etry for this fault zone, it suggests that the geothermal wellgenerated large-scale failure zones whose orientation varies
is tangent to the fault zone, explaining why breakouts are obwith depth. Based on the analyses of borehole failures, con-
served below but also above the major drain of the fault zonesiderable stress orientation variations were also highlighted
located at 2368 m (Fig. 11). Moreover, it was clearly demon-with depth at Rittershoffen (Hehn et al., 2016), at Soultz-
strated, based on continuous granite core analyses at Soultzpus-Foréts (Valley and Evans, 2007b) and at other sites (e.g.,
that the fault zone could have a signi cant thickness due toValley and Evans, 2009; Cornet and Rdckel, 2012). In this re-
the presence of a damaged zone characterized by an intenspect, our measurements at the Rittershoffen site con rm the
hydrothermal alteration (Genter et al., 2010). Therefore, theconclusions drawn at many other sites regarding the change
absence of breakouts visible in the altered granitic sectiorin stress orientation. However, given the difference in the
located just above the main fault drain and the anticipateduid volumes injected into the wells of the two sites during
rotation of the stress eld at some distance in the hangingthe stimulation processes and in injection pressures, it is dif-
wall and the footwall of the fault zone con rm its major me- cult to associate the rotation with depth with the hydraulic

chanical in uence. stimulation of GRT-1 and to apply the conclusions reached
by Cornet (2016) in Soultz-sous-Foréts to the Rittershoffen
9.3 Evaluation of stress magnitude from breakout site.
width

9.4 Stress magnitude evolution with depth
Our study shows the sensitivity of our approach toward the
failure criterion chosen to describe the stability of the well- Stresses estimated in GRT-1 and GRT-2 suggestShain
bore wall at a centimetric scale. The absence of consenregards to the uncertainty, is generally close to the vertical
sus regarding the appropriate failure criterion to be used irprincipal stresses,, consistent with a transition between a
the analysis of the borehole breakouts is a rst limitation in strike-slip and a normal faulting regime (Anderson, 1951).
our approach. Our analyses suggest that the Mogi—CoulomBhis result is consistent with the stress characterization of the
and Hoek—Brown criteria tend to overestimate borehole wallneighboring site of Soultz-sous-Foréts, where measurements
strength because they lead to stress estimates that violateave highlighted a normal faulting regime in the top granitic
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layers evolving into a strike-slip regime at greater depth. The
uncertainty about our measurements and about the strength
parameterization does not allow, however, for a decision on
the faulting regime and its evolution with depth in Ritter-
shoffen. A step inSqy magnitude is visible on our estimate

in Fig. 18 at large depth (below 2250 m). This step occurs at
the sediment—-basement interface and could be explained by
the effect of a stiffness contrast between lithologies (Corkum
et al., 2018).

10 Conclusion

Thanks to the repeated UBI logging of geothermal wells
GRT-1 and GRT-2 in Rittershoffen (France), this study fo-

cuses on the analysis of the evolution with time and depth 3.

of the borehole breakouts. The following conclusions are
drawn.

1. There is clear evidence of the time evolution of the
breakout, in particular in the sedimentary cover.

2. The evolution in time of the vertical length and the hor-
izontal width of the breakouts is measured, bene ting
from the development of a UBI image correlation tech-
nique. Itis discussed in the limit of the estimated uncer-
tainties. The vertical length of the breakouts is shown
to increase with time. No variation in the depth of the
breakouts in the radial direction was observed within
the limit of the uncertainty of our analysis. However,
width increases beyond the uncertainty of our determi-
nation were highlighted. This contradicts the common
assumption that breakouts do not widen but only deepen

J. Azzola et al.: Stress characterization and temporal evolution of borehole failure

rotation from NNW to NNE highlighted between the
bottom and the top of our analyzed section. This obser-
vation is robust and independent of the strength parame-
terization. The rotation does not occur at the sediment—
basement interface but is related to a high, steeply dip-
ping major fault zone crossing the GRT-1 borehole at a
depth of 2368 m (Vidal et al., 2016).

2. Our results also suggest a step in horizontal stress mag-

nitude at the sediment to basement transition that would
be consistent with a stiffness contrast between these two
lithologies. However, such a step is determined by the
choice of the failure criterion and its parameterization,
which is uncertain at Rittershoffen.

Sy is generally slightly larger than the vertical prin-
cipal stresse$v consistently with a strike-slip to nor-
mal faulting transitional regime. This is consistent with
stress characterization at the neighbor site of Soultz-
sous-Foréts (Cornet et al.,, 2007; Klee and Rummel,
1993; Valley and Evans, 2007b)

The Rittershoffen borehole imaging dataset is unique in that
repeated logging allowed for the study of the temporal evolu-
tion of borehole breakouts and the possible stress changes in-
duced by reservoir stimulation. Our results change the com-
mon view that breakouts mostly deepen but do not widen.
Further work is, however, required to reduce the uncertainties
related to stress magnitude estimates from borehole break-
outs and to quantify stress changes induced by reservoir stim-
ulation.

until the borehole reaches a new stable state (Zoback elsata availability. Due to the industrial properties of the borehole

al., 2003).

3. The changes in breakout width occur between datasets
collected prior to and after the reservoir stimulation that
took place in 2013. However, the most likely effect on
breakout width is the thermal equilibration of the well-
bore, and our data do not provide evidence of stress
changes resulting from reservoir stimulation.

In addition to this analysis, a study of the geometry of bore-
hole failures in both wells leads us to propose a characteriza-
tion of the in situ stress tensor at depth, including the orien-
tation and magnitude of the three principal stresses. This de-
tailed stress state analysis includes the estimation of thermal
stresses. A Mohr—Coulomb criterion is retained here to esti-
mate the principal stress magnitude as it is in our parameteri-
zation, which is the most consistent with a frictional strength
limit in the crust. The strength parameterization is, however,
uncertain due to the lack of mechanical testing on the Ritter-
shoffen reservoir rocks. Given the uncertainties, we propose
the following careful interpretation of our measurements.

1. Our analyses of the breakout geometry variation with
depth suggest a change in mean orientation, with a 30
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Appendix A states [xg0, yq0, 500 and as a function of the geometrical

rotationsaij .
The Kirsch equations are derived under 2-D plane conditions.

They provide stress values in a case that is not suited to the
one of real deviated boreholes, in which out-of-plane normal !
and shear stresses also exist. We consider two Cartesian coor- 2a%,,a2y, Sin8 cos8/  ygo
dinate framesx—y-z havingz aligned with the vertical and
x%y27% which is aligned with the three principal stresses
denoted [xq0, yg0, ,%9. We consider a long cylindrical 263%35% sin8 cos8/
cavity of radiusa. Its axis is arbitrarily oriented with respect
to the principal stress state in the Earth. The borehole axis
tilts at an angle relative to thex axis. The third cylindrical 2a%,a%, Sin8 cos8/  ,0,0U (A8)
r— — coordinate frame is borehole centric with thexis, 1
which i coincident with the borehole axis. The azimuth with 2D 2T afysi8 Cafy,  af,cos8
respect to the borehole axis is denoted

The borehole centric stresses are expressed as a function

1
D ETafq(sinZS C afy, C a%,cos8
C .ajysin’8 Cajy, C aj,cos'8

yyoC .aZ%,sin’8 C aZ, C a%,cos8

C 2a%,a%, Sin8 cos8/ xa0C . a%,siP8 Cal,

of the direction of cosinesij , enabling us to transform 330200528 C Zaiozai& sin8 cos8/ a0
the principal axes%y2zto thex—y—z frame according to > 2 5 2 o2
Eqg. (Al), C. apsins8 Cazoy a,cos 8
. C 2a%,a%, sin8 cos8/ ;00U A9
op A AT (A1) 0,350 200 (A9)

3D .axaax,cos8  axgaxg Sin8/ o0
\év:;r:igﬁrotation matrid is composed of the direction C.ayqa,5,cos8  a,qayq Sin8/ g0

2 C.a,0a,0,C088  a,008,4, SiN8/ ;0,0 (A10)
axx®  axy® ax2® 1D T a2y, sin8 cos8 C a2, cos8 sing
AD4 ay%? ayy? ay7%5: 2 i
a?x ady azd C ayax.c0S8  sin8/ Uygo

_ _ CT ajy,sing cos8
Equations (A2)—(A7) express the borehole-centric stresses

as a function of directional coef cients;, 2, 3, 1 and c aioz cos8 sind C ayozay%COSZS sin8/ Uygo
2. They include the contribution of uid pressufe. In- CT a sin8 cos8 C a%,cos8 sing

deed, the pressure of the uid in the mud column increases 2 2

with depth, which produces tensile hoop stress and compres- C 82%8z%-€0s8  sin"8/ U 20U

sive radial stress. Equations (A2)—(A7) also include the time- (A11)
dependant contribution due to temperature changes. The; D . ayqax0,Sin8  aygayxq Cos8/ yo0
therma! stresses!’ and AT, resulting from the tgmper— a,q3,0,SiN8  ayoa,q CosB/ a0
ature differencelt , between the temperature applied at the .
C. axa,0,Sin8  a,58, Cos8/ ;00 (A12)

borehole wall and the initial temperature at that depth before
perturbation or the temperature at a signi cant distance from
the borehole (not in uenced by the borehole perturbation),
are expressed from Voight and Stephens (1982). The radial
component is null, and the tangential component expressed
in Eq. (8) shows that an increase in temperature@t ef-
fects the compressive hoop stress.

wrDPC AT (A2)
D2, 4 ,c0s2 4 3sin2 P;C 1T (A3)
D 1 4. ,cos2 C 3sin2/ (A4)
D2 jcos C2 ,sin (A5)
r DO (AB)
DO (A7)

The geometrical coef cients involved in Egs. (A2)—(A7) are
expressed as a function of the three far- eld principal stress
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